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DESCRIPTION: Compact Single Inlet Single Width Belt Derive centrifugal utility set fans with scroll 
housing, designed for clean, Dirty or grease fume to achieve maximum aerodynamic performance. 
Rating performance is according to AMCA class-I and Class-II. 
 
  

APPLIACTION: To meet commercial and industrial requirements, optimized construction that 
include high efficient components integrated in different arrangements. Full fill wide range of 
applications such as general ventilation, fume exhaust, kitchen hood. 
  

ARRANGEMENT: There are different arrangement configuration for belt derive SISW centrifugal 
fans according to the AMCA standard, the selection of the proper arrangement is mainly defined 
according to the application, arrangement 10 Recommended as first choice configuration for belt drive 
applications. 

                                                       
 

• Most compact belt drive arrangement 
• Bearings and shaft are mounted out of the airstream 
• Motor is mounted beneath the drive frame out of the air stream. 
• Available with a weather hood to cover motor, drives and bearings. 
• Moderate and high dirt and heat tolerance. 
 

Arrangement 3  is Similar to arrangement 10 but adequate for general ventilation and clean air 
application where standard air stream temperature up to + 50°C. the motor position back to the scroll. 
 
PERFORMANCE: SMA-SISW type B sizes from 250 mm up to 710 mm, with air volume flows up to 
36,600 m3/h and pressures up to 2100 Pa up to 250°C air stream temperature in continuous operation. 
The standard design of motor outside the air stream allows motor operating temperature at standard  
range of -20°C a + 50°C.  
 
 

HOUSING: Structure scroll housing manufactured in heavy gauged continuous welding black 
steel, with an aerodynamic inlet cone, The inlet cones for the different wheel types are designed to 

give the best possible aerodynamic performance and high efficiency, aluminum cone shall be supplied 
for spark resistance applications up on request. The installation of the fan (with horizontal axis) is 
easy in the housing positions 0°, 90°, 180° and 270° possible. Approved for installation both 
inside and outside the building. 
 

Applications / Construction 
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Sense of rotation 
The direction of rotation is determined by looking at the drive end:  

 

 

 
 

Symbol  RD –  clockwise, turning to the right  
Symbol  LG - counterclockwise, left turning  

 

 

WHEEL: The wheel impeller includes a high efficiency aluminum backwards curved blades 
impeller, continuously welded on the shroud, The coupling between impeller and shaft is made 
of die cast steel with taper lock, so that, together with the constructive form of our structure 
allows resizing the shaft size with ease. 
statically and dynamically balanced to a grade of G=3 in accordance with DIN ISO 1940-1 of the DIN ISO 

88215 regulation. 

SHAFTS: Shafts shall be AISI 1045 hot rolled steel or stainless steel, accurately turned, ground, polished, 
and ring gauged for accuracy. Shafts shall be sized for the first critical speed of at least 1.43 times the 
maximum speed. 
 

BEARINGS: Bearings shall be heavy duty, grease lubricated, anti-friction ball, self-aligning, pillow block 
type and selected for a minimum average bearing life (AFBMA L-50) in excess of 200,000 hours at the 
maximum fan RPM. 
 
DRIVE:  Motor sheaves shall be cast iron and supplied as either variable pitch or fixed pitch. Drives and 
belts shall be rated for a minimum of 120% of the required motor HP. 
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FINISH AND COATING: Class I and Class II fan assemblies, excluding the shaft, shall be thoroughly 
degreased, and deburred before application of a rust-preventative primer for Class I and Class II 
construction. After the fan is completely assembled, a finish coat of paint shall be applied to the entire 
assembly of Class I and Class II fans. Epoxy coating is as an option. The fan shaft shall be coated with a 
petroleum-based rust protectant. aluminum and or stainless-steel components shall be unpainted. 
 

 

MOTORS: All the motors supplied are asynchronous, three-phase squirrel-cage of 2 and 4 poles, IP55, 
Class F, and are in accordance with Regulation Nº 640/2009 of the European Commission, series IE2 (EFF-
1) high efficiency. Up on request, IE-3 motors can be supplied.  
 
OPTIONS/ACCESSORIES: Available optional that can be supplied: flexible connections, rubber or 
spring type anti-vibration mounts, inlet guard grills for the air intake, motor and belt cover, frequency 
converter devices. Also in double epoxy coating paint housing construction and wheel. 
 

 
 
 

FACTORY RUN TEST:  All fans prior to shipment shall be completely assembled and test run as a unit 
at operating speed or maximum RPM allowed for the construction type. Each wheel shall be statically and 

dynamically balanced in accordance with ANSI/AMCA 204-96 “Balance Quality and Vibration Levels for 

Fans” to Fan Application Category BV-3, Balance Quality Grade G6.3. 
Records or separate certificate shall be maintained, and a written copy shall be available upon request. 
 

GUARANTEE:  The manufacturer shall guarantee the workmanship and materials for its BCV, DCV, BAV 
and FCV Utility Sets for at least one (1) year from startup or eighteen (18) months from shipment, 
whichever occurs first. 
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The Belt Derive SISW Fan series SMA-SISW- B are defined as follows: 

TYPE SMA-SISW : Smart Air SISW –D Fans 

SIZE 250 – 310 - 350 – 450 – 500 - 560 – 630 - 710 

ROTATION RD : Clockwise or LG: Counterclockwise 

MOTOR Power (KW), P: No. Of Poles, IE : Efficiency Class 

ACCESSORIES FL: Flexible Connection 
MC : Motor Cover 
SC: Special Epoxy Coating. 
VI: Vibration Isolator 
VSD: Frequency inverter 
DS : Disconnect Switch 
 

Note: Use this denomination to order. 

 

Designation Examples: 

SMA-SISW 560 – B - (3.0 KW – 4P – IE2) + MC + SC  

TYPE SIZE Rotation MOTOR ACCESSORIES 

SMA-SISW 560 LG90 3.0 – 4P – IE2 MC- SC 

 

Example Description: Selecting a motor-fan Group type SMA-SISW, belt derive size 560 with fan 

housing with rotation arrangement of LG90 as default, 3.0 kW motor power of 4 poles (1430 

rpm nominal speed) efficiency class 2, with motor cover and special epoxy coating as an option. 

The printout of selection software of the mentioned designation example as extracted from the 

program is showing in the next page 

 

Noting that: the motor size shall selected with sufficient capacity to cater the fan system derive 

loss . 

 

Nomencltaure 
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Belt drive systems transfer energy indirectly from the motor to the 

fan through a belt and pulley system causing power to be lost. A 

belt driven system can lose up to 15% of the applied power as heat 

due to belt slippage caused by the normal stretching and slipping 

of the belt.  

It is very important to consider this loss when final selection of the 

nominal motor size as the fan performance tables / curves normally 

showing the fan shaft consuming power without any transmission 

losses. 

Using Figure 1 from AMCA publication 203-90, for example for e 

specific fan size with a 3 horsepower motor loses about 7% of the 

applied power. 
 



   

6 | P a g e  
 

Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Software Selection 
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Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

68 60 62 54 52 48 40 38 58

56 48 50 42 40 36 28 26 46

76 68 70 62 60 56 48 46 66

64 56 58 50 48 44 36 34 54

90 82 84 76 74 70 62 60 80

78 70 72 64 62 58 50 48 68

96 88 90 82 80 76 68 66 86

84 76 78 70 68 64 56 54 74

100 92 94 86 84 80 72 70 90

89 81 83 75 73 69 61 59 79

104 96 98 90 88 84 76 74 95

93 85 87 79 77 73 65 63 83

107 99 101 93 91 87 79 77 97

95 87 89 81 79 75 67 65 85

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

Octave Band and Cetner Frequency (Hz)

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

6000

4

6

16

25

33

45

53

1440

2740

3600

4400

5400

dBA Sones

1000

SISW – 250 – B  
Maximum Speed 

AMCA-Class - 1: 4500 rpm 

AMCA Class-II: 5900 rpm 

 
 

 

Performance  
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Size 250mm Wheel - Perfromance SI-Units

125 Pa 250 Pa 375 Pa 500 Pa 625 Pa 750 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

500 1235 0.03 1683 0.08

1,000 1568 0.07 1907 0.12 2200 0.17 2469 0.23 2717 0.32 2946 0.42

1,500 1995 0.13 2288 0.20 2533 0.28 2755 0.36 2962 0.43 3158 0.51

2,000 2433 0.24 2715 0.34 2938 0.44 3137 0.52 3319 0.63 3492 0.73

2,500 3152 0.53 3370 0.65 3555 0.78 3726 0.89 3884 0.99

3,000 3592 0.79 3806 0.93 3990 1.08 4152 1.23 4301 1.38

3,500 4246 1.30 4427 1.47 4587 1.64 4733 1.81

4,000 4867 1.95 5027 2.15 5171 2.34

4,500 5466 2.77 5610 2.99

5,000

5,500

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

1000 Pa 1250 Pa 1500 Pa 1750 Pa 2000 Pa 2500 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

500

1,000 3366 0.64 3740 0.88 4073

1,500 3529 0.67 3871 0.91 4193 1.18 4495 1.49 4777 1.81 5304 2.53

2,000 3814 0.95 4115 1.13 4401 1.33 4673 1.55 4938 1.86 5433 2.55

2,500 4177 1.25 4448 1.52 4706 1.79 4950 2.02 5190 2.26 5639 2.76

3,000 4576 1.63 4830 1.92 5067 2.23 5294 2.56 5510 2.89 5924 3.47

3,500 4997 2.16 5239 2.46 5464 2.77 5674 3.11 5879 3.48

4,000 5431 2.73 5662 3.14 5877 3.49

4,500 5867 3.42

5,000

5,500

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 10"  Wheel performance table British Units

0.5 inch 1 inch 1.5 inch 2 inch 2.5 inch 3 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

500 1450 0.07 1814 0.13 2131 0.20 2415 0.31 2674 0.43

750 1799 0.14 2107 0.22 2370 0.31 2610 0.39 2832 0.48 3046 0.59

1,000 2170 0.24 2456 0.35 2690 0.45 2901 0.57 3096 0.70 3282 0.81

1,250 2543 0.38 2823 0.52 3045 0.66 3240 0.79 3419 0.93 3587 1.08

1,500 3196 0.75 3412 0.92 3599 1.09 3768 1.25 3924 1.40

1,750 3570 1.05 3785 1.25 3968 1.44 4129 1.64 4281 1.85

2,000 4159 1.66 4339 1.88 4500 2.10 4648 2.33

2,250 4532 2.15 4714 2.41 4873 2.67 5017 2.91

2,500 5087 3.04 5247 3.33 5390 3.61

3,000

3,500

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

4 inch 5 inch 6 inch 7 inch 8 inch 10 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

500

750 3440 0.88 3800 1.22 4132 1.60 4441 2.02 4730 2.43 5254

1,000 3629 1.03 3956 1.27 4261 1.63 4556 2.04 4830 2.47 5347 3.44

1,250 3898 1.39 4193 1.67 4471 1.95 4735 2.24 4991 2.56 5474 3.49

1,500 4215 1.74 4483 2.11 4740 2.51 4982 2.82 5220 3.16 5664 3.84

1,750 4556 2.19 4809 2.58 5049 3.00 5277 3.44 5493 3.90 5908 4.66

2,000 4912 2.79 5155 3.18 5381 3.60 5596 4.07 5802 4.56

2,250 5278 3.43 5512 3.94 5731 4.38 5939 4.83

2,500 5646 4.15 5879 4.74

3,000

3,500

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM
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Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

82 74 76 68 66 62 54 52 72

70 62 64 56 54 50 42 40 60

89 81 83 75 73 69 61 59 79

77 69 71 63 61 57 49 47 68

97 89 91 83 81 77 69 67 87

85 77 79 71 69 65 57 55 75

99 91 93 85 83 79 71 69 89

88 80 82 74 72 68 60 58 78

102 94 96 88 86 82 74 72 92

90 82 84 76 74 70 62 60 80

104 96 98 90 88 84 76 74 94

93 85 87 79 77 73 65 63 83

107 99 101 93 91 87 79 77 97

95 87 89 81 79 75 67 65 85

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

4500 53

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

3200 31

3600 38

4000 44

1440 9

2000 15

2850 26

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

Octave Band and Cetner Frequency (Hz)

dBA Sones

SISW – 310 – B  
Maximum Speed 

AMCA-Class - 1: 3600 rpm 

AMCA Class-II: 4700 rpm 
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Size 310mm Wheel - Perfromance SI-Units

125 Pa 250 Pa 375 Pa 500 Pa 625 Pa 750 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

1,000 1060 0.05 1393 0.11 1682 0.20 1937 0.30 2157 0.42 2350 0.55

1,500 1231 0.08 1526 0.16 1767 0.24 1986 0.33 2191 0.45 2386 0.57

2,000 1466 0.14 1695 0.21 1922 0.32 2120 0.42 2299 0.53 2469 0.65

2,500 1753 0.23 1905 0.30 2095 0.40 2283 0.53 2454 0.66 2612 0.79

3,000 2167 0.44 2303 0.53 2462 0.65 2623 0.80 2775 0.95

3,500 2458 0.64 2558 0.73 2676 0.84 2811 0.97 2949 1.13

4,000 2764 0.90 2841 0.99 2931 1.09 3034 1.22 3148 1.36

4,500 3140 1.33 3211 1.43 3292 1.55 3382 1.68

5,000 3506 1.86 3572 1.97 3645 2.10

5,500 3812 2.38 3867 2.49 3927 2.62

6,000 4170 3.11 4221 3.24

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

1000 Pa 1250 Pa 1500 Pa 1750 Pa 2000 Pa 2500 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

1,000

1,500 2742 0.86 3058 1.20 3337 1.57 3583 1.96

2,000 2786 0.92 3084 1.24 3365 1.60 3628 2.00 3875 2.43 4315 3.39

2,500 2900 1.06 3167 1.36 3421 1.71 3665 2.09 3900 2.50 4342 3.43

3,000 3052 1.27 3302 1.58 3535 1.92 3757 2.28 3971 2.68 4382 3.57

3,500 3217 1.48 3460 1.85 3684 2.22 3892 2.59 4091 2.98 4471 3.84

4,000 3391 1.71 3626 2.12 3845 2.54 4048 2.96 4239 3.38 4599 4.24

4,500 3585 2.02 3801 2.41 4013 2.86 4212 3.34 4400 3.81 4748 4.75

5,000 3809 2.41 3995 2.79 4190 3.23 4382 3.71 4566 4.23 4909 5.29

5,500 4062 2.91 4216 3.27 4386 3.69 4563 4.17 4739 4.68 5074 5.82

6,000 4334 3.52 4464 3.86 4607 4.26 4762 4.72 4924 5.23 5245 6.36

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 12"  Wheel performance table British Units

0.5 inch 1 inch 1.5 inch 2 inch 2.5 inch 3 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

500 1016 0.06 1376 0.15 1676 0.27 1924 0.41

750 1150 0.09 1457 0.18 1715 0.29 1952 0.43 2172 0.58 2375 0.76

1,000 1315 0.13 1592 0.24 1826 0.37 2032 0.49 2225 0.64 2408 0.81

1,250 1534 0.21 1742 0.32 1964 0.46 2160 0.61 2337 0.76 2501 0.92

1,500 1783 0.33 1929 0.42 2114 0.56 2300 0.73 2471 0.92 2628 1.10

1,750 2153 0.59 2292 0.71 2453 0.88 2614 1.07 2767 1.29

2,000 2399 0.81 2504 0.93 2630 1.08 2770 1.27 2913 1.48

2,250 2656 1.09 2740 1.21 2838 1.35 2952 1.53 3075 1.73

2,500 2989 1.56 3069 1.70 3159 1.86 3261 2.06

3,000 3567 2.65 3630 2.81 3699 2.98

4,000 4707 6.08

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

4 inch 5 inch 6 inch 7 inch 8 inch 10 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

500

750 2730 1.17 3031 1.61

1,000 2753 1.19 3066 1.64 3353 2.14 3613 2.70 3848 3.28

1,250 2809 1.29 3099 1.72 3374 2.20 3633 2.73 3880 3.32 4326 4.62

1,500 2914 1.47 3179 1.88 3430 2.34 3672 2.86 3903 3.42 4344 4.68

1,750 3044 1.71 3295 2.14 3528 2.59 3752 3.09 3966 3.62 4380 4.84

2,000 3183 1.96 3428 2.44 3652 2.93 3864 3.42 4065 3.96

2,250 3329 2.21 3567 2.75 3786 3.30 3992 3.85 4186 4.39

2,500 3485 2.52 3712 3.07 3928 3.67 4130 4.28

3,000 3857 3.40 4038 3.91 4228 4.51

4,000 4797 6.47 4898 6.91

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM
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Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

85 77 79 71 69 65 57 55 75

74 66 68 60 58 54 46 44 64

92 84 86 78 76 72 64 62 82

81 73 75 67 65 61 53 51 71

100 92 94 86 84 80 72 70 90

88 80 82 74 72 68 60 58 78

102 94 96 88 86 82 74 72 92

91 83 85 77 75 71 63 61 81

105 97 99 91 89 85 77 75 95

93 85 87 79 77 73 65 63 83

107 99 101 93 91 87 79 77 97

96 88 90 82 80 76 68 66 86

109 101 103 95 93 89 81 79 99

98 90 92 84 82 78 70 68 88

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

Octave Band and Cetner Frequency (Hz)

dBA Sones

1440 12

2000 19

2860 33

4400 63

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

3200 39

3600 47

4000 55

SISW – 350 - B 
Maximum Speed 

AMCA-Class - 1: 3300 rpm 

AMCA Class-II: 4300 rpm 
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Size 350mm Wheel - Perfromance SI-Units

125 Pa 250 Pa 375 Pa 500 Pa 625 Pa 750 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

1,000 901 0.05 1214 0.11 1473 0.19 1695 0.29 1893 0.40 2071 0.53

1,500 1023 0.07 1291 0.14 1520 0.22 1726 0.33 1913 0.43 2088 0.55

2,000 1170 0.12 1413 0.19 1618 0.28 1802 0.38 1972 0.49 2133 0.62

2,500 1327 0.18 1556 0.27 1745 0.36 1913 0.47 2069 0.58 2216 0.70

3,000 1490 0.26 1708 0.37 1887 0.47 2046 0.59 2192 0.71 2328 0.84

4,000 2028 0.64 2194 0.79 2340 0.93 2474 1.07 2598 1.21

5,000 2364 1.03 2516 1.23 2655 1.42 2780 1.60 2898 1.78

6,000 2853 1.81 2981 2.05 3100 2.28 3212 2.51

7,000 3318 2.86 3430 3.13 3535 3.41

8,000 3770 4.20 3869 4.51

9,000 4212 5.86

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

1000 Pa 1250 Pa 1500 Pa 1750 Pa 2000 Pa 2500 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

1,000 2385 0.81 2663 1.13

1,500 2401 0.83 2680 1.15 2932 1.51 3164 1.89 3378 2.30 3770 3.20

2,000 2429 0.90 2698 1.19 2945 1.53 3176 1.91 3391 2.33 3786 3.24

2,500 2490 0.98 2744 1.32 2979 1.66 3202 2.02 3411 2.40 3799 3.27

3,000 2583 1.12 2819 1.43 3040 1.79 3251 2.19 3451 2.61 3827 3.45

4,000 2827 1.53 3037 1.87 3235 2.23 3423 2.61 3603 3.01 3945 3.91

5,000 3111 2.12 3307 2.49 3490 2.89 3662 3.30 3827 3.73 4139 4.64

6,000 3416 2.94 3602 3.35 3775 3.77 3937 4.21 4092 4.69 4383 5.67

7,000 3731 3.94 3910 4.44 4076 4.94 4232 5.42 4380 5.90

8,000 4055 5.14 4228 5.75 4387 6.33

9,000 4387 6.56

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 14"  Wheel performance table British Units

0.5 inch 1 inch 1.5 inch 2 inch 2.5 inch 3 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

750 963 0.08 1249 0.17 1492 0.29 1707 0.41 1901 0.56

1,000 1080 0.12 1336 0.21 1554 0.33 1751 0.46 1932 0.62 2101 0.78

1,250 1209 0.18 1448 0.28 1647 0.40 1827 0.54 1994 0.69 2151 0.86

1,500 1343 0.25 1571 0.37 1758 0.50 1926 0.65 2081 0.80 2227 0.97

2,000 1625 0.46 1834 0.63 2007 0.80 2160 0.96 2300 1.13 2430 1.32

2,500 2110 0.99 2273 1.21 2418 1.42 2549 1.62 2671 1.81

3,000 2399 1.47 2550 1.74 2687 2.01 2812 2.26 2928 2.51

3,500 2836 2.42 2964 2.74 3084 3.06 3196 3.35

4,000 3250 3.64 3363 4.01 3470 4.37

4,500 3544 4.76 3650 5.16 3751 5.57

5,500 4334 8.70

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

4 inch 5 inch 6 inch 7 inch 8 inch 10 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

750

1,000 2408 1.14 2685 1.57 2936 2.05 3167 2.58 3383 3.14 3778 4.38

1,250 2441 1.26 2707 1.66 2952 2.10 3180 2.61 3395 3.18 3789 4.42

1,500 2498 1.35 2750 1.80 2984 2.28 3206 2.77 3414 3.29 3802 4.46

2,000 2673 1.72 2897 2.15 3109 2.62 3310 3.14 3502 3.72 3863 4.99

2,500 2895 2.26 3101 2.73 3294 3.23 3478 3.76 3653 4.31 3988 5.51

3,000 3142 2.98 3335 3.49 3516 4.04 3688 4.60 3852 5.19

3,500 3401 3.94 3587 4.49 3760 5.05 3923 5.66 4078 6.30

4,000 3667 5.06 3848 5.73 4015 6.37 4172 7.00

4,500 3941 6.39 4116 7.16 4277 7.91

5,500

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM
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Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

 

 

 

 

Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

84 76 78 70 68 64 56 54 74

73 65 67 59 57 53 45 43 63

88 80 82 74 72 68 60 58 78

77 69 71 63 61 57 49 47 67

92 84 86 78 76 72 64 62 82

80 72 74 66 64 60 52 50 71

97 89 91 83 81 77 69 67 87

86 78 80 72 70 66 58 56 76

102 94 96 88 86 82 74 72 92

90 82 84 76 74 70 62 60 80

107 99 101 93 91 87 79 77 97

95 87 89 81 79 75 67 65 85

111 103 105 97 95 91 83 81 101

99 91 93 85 83 79 71 69 90

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

3400 71

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

1800 27

2200 37

2800 53

1000 11

1200 15

1420 19

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

Octave Band and Cetner Frequency (Hz)

dBA Sones

SISW – 450 - B 
Maximum Speed 

AMCA-Class - 1: 2500 rpm 

AMCA Class-II: 3300 rpm 
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Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

Size 450mm Wheel - Perfromance SI-Units

250 Pa 375 Pa 500 Pa 625 Pa 750 Pa 1000 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

1,000 806 0.13 978 0.22 1125 0.33 1257 0.45 1375 0.59 1588 0.88

2,000 895 0.20 1048 0.31 1181 0.42 1302 0.55 1412 0.69 1613 1.01

3,000 1026 0.31 1165 0.46 1286 0.61 1397 0.76 1499 0.91 1685 1.25

4,000 1173 0.48 1304 0.64 1417 0.83 1520 1.02 1616 1.22 1790 1.61

5,000 1325 0.70 1452 0.91 1561 1.11 1659 1.33 1750 1.56 1915 2.05

6,000 1480 0.98 1604 1.24 1711 1.50 1806 1.74 1894 1.98 2053 2.51

7,000 1635 1.33 1759 1.63 1864 1.94 1957 2.25 2042 2.53 2197 3.10

9,000 1943 2.26 2068 2.70 2172 3.10 2265 3.49 2348 3.89 2498 4.68

11,000 2376 4.14 2482 4.68 2574 5.18 2657 5.67 2805 6.63

13,000 2789 6.71 2883 7.36 2966 7.97 3115 9.14

15,000 3190 10.05 3274 10.82

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

1500 Pa 2000 Pa 2500 Pa 3000 Pa 3500 Pa 4000 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

1,000 1948 1.57

2,000 1956 1.76 2250 2.63 2513 3.62 2749 4.69 2971 5.85 3177 7.06

3,000 2008 2.02 2290 2.93 2542 3.94 2773 5.06 2987 6.26 3186 7.53

4,000 2095 2.45 2362 3.37 2603 4.41 2824 5.56 3031 6.79 3225 8.11

5,000 2204 3.02 2458 4.05 2688 5.13 2902 6.29 3100 7.52 3287 8.87

6,000 2329 3.68 2572 4.84 2793 6.05 2998 7.30 3189 8.60 3370 9.97

7,000 2465 4.36 2699 5.73 2912 7.08 3109 8.46 3294 9.89

9,000 2754 6.14 2976 7.66 3177 9.33 3362 11.07

11,000 3056 8.57 3271 10.36

13,000 3362 11.42

15,000

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 18" Wheel - Perfromance British Units

1 inch 1.5 inch 2 inch 2.5 inch 3 inch 4 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

500 800 0.16 974 0.29 1123 0.44 1255 0.60 1375 0.78 1588 1.17

1,000 862 0.23 1020 0.37 1158 0.52 1281 0.70 1395 0.89 1600 1.32

1,500 964 0.36 1108 0.52 1235 0.70 1349 0.89 1455 1.08 1647 1.52

2,000 1084 0.50 1219 0.72 1337 0.95 1444 1.17 1543 1.40 1724 1.88

2,500 1211 0.72 1340 0.96 1452 1.21 1554 1.49 1648 1.78 1820 2.33

3,000 1341 0.98 1467 1.28 1576 1.56 1674 1.85 1764 2.17 1929 2.84

4,000 1604 1.70 1728 2.11 1833 2.52 1927 2.92 2013 3.29 2167 4.03

5,000 1866 2.72 1991 3.26 2095 3.76 2187 4.28 2271 4.79 2422 5.78

6,000 2253 4.78 2358 5.43 2450 6.05 2533 6.65 2682 7.88

7,000 2514 6.70 2620 7.52 2713 8.30 2797 9.03 2944 10.44

9,000 3235 14.28 3320 15.36

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

6 inch 8 inch 10 inch 12 inch 14 inch 16 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

500

1,000 1948 2.32 2246 3.49 2509 4.80 2749 6.21 2973 7.74 3176 9.34

1,500 1981 2.57 2267 3.78 2525 5.15 2758 6.63 2975 8.24 3179 9.97

2,000 2040 2.94 2316 4.19 2563 5.59 2791 7.13 3001 8.77 3199 10.54

2,500 2121 3.52 2383 4.80 2622 6.19 2841 7.77 3046 9.46 3239 11.27

3,000 2216 4.19 2469 5.61 2698 7.10 2910 8.68 3108 10.35 3295 12.19

4,000 2437 5.73 2673 7.58 2888 9.34 3086 11.18 3272 13.09

5,000 2680 7.64 2905 9.69 3108 11.89 3296 14.20

6,000 2934 10.26 3151 12.49 3347 14.81

7,000 3193 13.30

9,000

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM
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Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

 

 

 

 

Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

88 80 82 74 72 68 60 58 78

77 69 71 63 61 57 49 47 67

96 88 90 82 80 76 68 66 86

84 76 78 70 68 64 56 54 75

101 93 95 87 85 81 73 71 91

90 82 84 76 74 70 62 60 80

103 95 97 89 87 83 75 73 93

92 84 86 78 76 72 64 62 82

105 97 99 91 89 85 77 75 96

94 86 88 80 78 74 66 64 84

109 101 103 95 93 89 81 79 99

98 90 92 84 82 78 70 68 88

112 104 106 98 96 92 84 82 102

101 93 95 87 85 81 73 71 91

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

Octave Band and Cetner Frequency (Hz)

dBA Sones

1000 15

1420 25

1800 36

3000 78

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

2000 42

2200 49

2600 63

SISW – 500 - B 
Maximum Speed 

AMCA-Class - 1: 2200 rpm 

AMCA Class-II: 2800 rpm 

 
 

 



   

16 | P a g e  
 

Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

Size 500mm Wheel - Perfromance SI-Units

125 Pa 250 Pa 375 Pa 500 Pa 625 Pa 750 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

2,000 605 0.11 825 0.26 1001 0.45 1151 0.67 1284 0.92 1405 1.20

4,000 754 0.21 925 0.38 1075 0.59 1209 0.84 1332 1.13 1445 1.42

6,000 964 0.43 1099 0.64 1221 0.88 1334 1.15 1440 1.44 1541 1.75

8,000 1199 0.81 1309 1.07 1411 1.34 1507 1.66 1598 1.98 1686 2.32

10,000 1539 1.72 1626 2.05 1709 2.38 1788 2.73 1865 3.13

12,000 1780 2.62 1856 3.02 1928 3.42 1999 3.81 2067 4.21

14,000 2028 3.84 2095 4.29 2159 4.76 2222 5.23 2283 5.68

16,000 2341 5.93 2399 6.45 2455 6.99 2511 7.54

18,000 2644 8.57 2695 9.15 2746 9.75

20,000 2941 11.79 2987 12.44

22,000

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

875 Pa 1000 Pa 1500 Pa 2000 Pa 2500 Pa 3000 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

2,000 1516 1.50 1619 1.82 1979 3.28

4,000 1551 1.73 1651 2.06 2002 3.57 2302 5.36 2569 7.38 2809 9.59

6,000 1636 2.09 1727 2.46 2056 4.12 2343 5.95 2602 7.99 2838 10.22

8,000 1770 2.68 1851 3.06 2150 4.74 2419 6.75 2664 9.01 2891 11.33

10,000 1939 3.53 2011 3.94 2281 5.75 2528 7.73 2757 10.00 2971 12.51

12,000 2133 4.63 2198 5.10 2442 7.05 2668 9.20 2880 11.49

14,000 2343 6.14 2402 6.60 2624 8.73 2832 11.00

16,000 2565 8.05 2618 8.56 2822 10.72

18,000 2796 10.36 2844 10.97

20,000

22,000

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 20" Wheel - Perfromance British Units

0.5 inch 1 inch 1.5 inch 2 inch 2.5 inch 3 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

1,500 635 0.17 843 0.39 1013 0.65 1161 0.96 1292 1.30 1412 1.69

2,000 699 0.23 886 0.45 1044 0.74 1184 1.07 1311 1.42 1428 1.81

2,500 778 0.31 944 0.55 1090 0.84 1221 1.18 1342 1.57 1454 1.98

3,000 865 0.42 1014 0.69 1148 1.00 1271 1.34 1384 1.72 1491 2.15

3,500 958 0.57 1094 0.86 1217 1.19 1330 1.55 1437 1.94 1538 2.36

4,000 1056 0.76 1180 1.07 1293 1.42 1399 1.80 1499 2.22 1594 2.66

4,500 1157 0.99 1271 1.33 1376 1.69 1474 2.11 1568 2.54 1657 3.00

5,000 1260 1.27 1365 1.65 1463 2.03 1555 2.46 1643 2.92 1728 3.40

7,000 1768 3.50 1844 4.04 1917 4.57 1988 5.09 2056 5.64

9,000 2254 7.23 2314 7.91 2373 8.61 2430 9.31

11,000 2731 12.81 2781 13.63 2830 14.46

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

3.5 inch 4 inch 6 inch 8 inch 10 inch 12 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

1,500

2,000 1536 2.22 1637 2.66 1993 4.72 2296 7.14 2563 9.85 2804 12.83

2,500 1559 2.41 1658 2.86 2007 4.92 2306 7.36 2571 10.11 2812 13.14

3,000 1591 2.61 1686 3.11 2027 5.22 2321 7.65 2584 10.42 2823 13.49

3,500 1633 2.82 1724 3.32 2054 5.58 2342 8.07 2600 10.83 2837 13.87

4,000 1684 3.11 1771 3.60 2089 5.91 2369 8.55 2622 11.36 2856 14.45

4,500 1743 3.49 1826 3.99 2130 6.27 2403 9.00 2651 11.99 2879 15.11

5,000 1809 3.90 1888 4.43 2179 6.72 2443 9.45 2684 12.54 2908 15.86

7,000 2123 6.21 2188 6.85 2433 9.49 2661 12.41 2874 15.51

9,000 2486 9.97 2541 10.64 2751 13.55 2949 16.89

11,000 2878 15.32 2925 16.18

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM



   

17 | P a g e  
 

Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

 

 

 

Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

90 82 84 76 74 70 62 60 80

79 71 73 65 63 59 51 49 69

94 86 88 80 78 74 66 64 84

83 75 77 69 67 63 55 53 73

98 90 92 84 82 78 70 68 88

87 79 81 73 71 67 59 57 77

101 93 95 87 85 81 73 71 91

89 81 83 75 73 69 61 59 79

103 95 97 89 87 83 75 73 93

92 84 86 78 76 72 64 62 82

105 97 99 91 89 85 77 75 96

94 86 88 80 78 74 66 64 84

109 101 103 95 93 89 81 79 100

98 90 92 84 82 78 70 68 88

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

Octave Band and Cetner Frequency (Hz)

dBA Sones

1000 17

1200 23

1430 29

2400 64

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

1600 35

1800 42

2000 49

SISW – 560 - B 
Maximum Speed 

AMCA-Class - 1: 1750 rpm 

AMCA Class-II: 2300 rpm 
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Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

Size 560mm Wheel - Perfromance SI-Units

125 Pa 250 Pa 375 Pa 500 Pa 625 Pa 750 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

2,000 540 0.11 752 0.25 914 0.42 1050 0.59

4,000 598 0.18 789 0.39 944 0.62 1079 0.87 1199 1.13 1309 1.42

6,000 680 0.27 858 0.53 1001 0.82 1125 1.15 1238 1.48 1342 1.83

8,000 782 0.41 940 0.70 1077 1.05 1195 1.41 1301 1.80 1399 2.23

10,000 914 0.65 1033 0.93 1160 1.32 1274 1.75 1377 2.18 1471 2.64

12,000 1060 1.01 1149 1.29 1253 1.66 1359 2.12 1459 2.62 1551 3.14

14,000 1214 1.51 1282 1.80 1364 2.15 1454 2.60 1546 3.12 1634 3.69

17,000 1502 2.87 1560 3.24 1626 3.66 1698 4.15 1774 4.72

20,000 1732 4.39 1777 4.78 1827 5.20 1882 5.67 1941 6.21

23,000 2005 6.82 2045 7.28 2088 7.77 2135 8.28

26,000 2273 9.94 2308 10.45 2345 11.01

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

1000 Pa 1250 Pa 1500 Pa 1750 Pa 2000 Pa 2250 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

2,000

4,000 1504 2.02 1675 2.65 1829 3.32 1969 4.02 2099 4.74 2220 5.49

6,000 1532 2.54 1701 3.31 1856 4.14 1998 5.01 2131 5.92 2256 6.83

8,000 1577 3.12 1739 4.03 1888 4.95 2027 5.91 2158 6.92 2282 7.97

10,000 1642 3.62 1795 4.69 1937 5.83 2071 6.93 2197 8.08 2317 9.22

12,000 1717 4.20 1865 5.34 2002 6.55 2130 7.84 2251 9.22 2366 10.55

14,000 1796 4.89 1942 6.11 2075 7.39 2200 8.74 2317 10.15

17,000 1923 6.02 2064 7.44 2194 8.90 2315 10.37

20,000 2067 7.47 2195 8.95 2320 10.56

23,000 2236 9.49 2345 10.92

26,000

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 22.5"  Wheel performance table British Units

0.5 inch 1 inch 1.5 inch 2 inch 2.5 inch 3 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

2,000 576 0.21 774 0.47 933 0.76 1071 1.07 1192 1.41

3,000 641 0.30 824 0.62 972 1.01 1101 1.39 1217 1.79 1325 2.22

4,000 717 0.42 890 0.81 1030 1.23 1151 1.69 1261 2.21 1362 2.72

5,000 813 0.62 962 1.02 1097 1.51 1214 2.02 1319 2.57 1416 3.15

6,000 928 0.93 1044 1.31 1169 1.84 1283 2.43 1385 3.02 1479 3.65

7,000 1053 1.35 1142 1.72 1248 2.24 1355 2.86 1455 3.54 1547 4.23

8,000 1183 1.90 1254 2.29 1340 2.78 1434 3.39 1528 4.10 1617 4.86

9,000 1375 3.02 1445 3.49 1524 4.08 1608 4.78 1692 5.57

10,000 1502 3.91 1560 4.40 1626 4.97 1698 5.65 1774 6.42

12,000 1764 6.29 1807 6.82 1856 7.41 1909 8.05 1966 8.77

14,000 2068 10.15 2105 10.78 2146 11.47 2189 12.16

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

4 inch 5 inch 6 inch 7 inch 8 inch 9 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

2,000

3,000 1518 3.13 1689 4.12 1844 5.17 1987 6.24 2119 7.34 2243 8.48

4,000 1547 3.77 1714 4.87 1867 6.04 2009 7.28 2141 8.58 2266 9.93

5,000 1592 4.44 1751 5.71 1899 7.04 2036 8.38 2166 9.78 2289 11.25

6,000 1649 4.99 1802 6.46 1943 8.06 2076 9.56 2201 11.14 2321 12.73

7,000 1713 5.67 1862 7.21 1998 8.85 2127 10.61 2248 12.48 2363 14.25

8,000 1780 6.45 1926 8.09 2060 9.81 2185 11.62 2303 13.53

9,000 1850 7.29 1994 9.07 2126 10.90 2249 12.80 2364 14.78

10,000 1923 8.18 2064 10.12 2194 12.10 2315 14.11

12,000 2088 10.48 2214 12.48 2337 14.68

14,000 2285 13.78 2388 15.71

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM
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Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

   

 

 

 

Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

95 87 89 81 79 75 67 65 85

84 76 78 70 68 64 56 54 74

99 91 93 85 83 79 71 69 89

87 79 81 73 71 67 59 57 78

103 95 97 89 87 83 75 73 93

92 84 86 78 76 72 64 62 82

105 97 99 91 89 85 77 75 95

94 86 88 80 78 74 66 64 84

108 100 102 94 92 88 80 78 98

96 88 90 82 80 76 68 66 86

110 102 104 96 94 90 82 80 100

99 91 93 85 83 79 71 69 89

112 104 106 98 96 92 84 82 102

101 93 95 87 85 81 73 71 91

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

Octave Band and Cetner Frequency (Hz)

dBA Sones

1000 24

1200 31

1460 42

2200 77

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

1600 48

1800 57

2000 67

SISW – 630 - B 
Maximum Speed 

AMCA-Class - 1: 1675 rpm 

AMCA Class-II: 2200 rpm 
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Smart Fan Technology 

 Single Inlet Single Width Belt Derive Centrifugal Fan             2022- Catalogue 

S. S. Air - Smart Air Technology    

Ring Road, Exit 6 Al-Warraq, Seqeel, 

e.hotline : 22122.tel  

 

 

Size 630mm Wheel - Perfromance SI-Units

125 Pa 250 Pa 375 Pa 500 Pa 625 Pa 750 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

3,000 482 0.18 662 0.46 802 0.81 922 1.22 1029 1.68 1127 2.19

5,000 528 0.24 696 0.54 832 0.92 948 1.35 1051 1.84 1144 2.37

7,000 618 0.40 745 0.67 870 1.06 983 1.52 1084 2.03 1176 2.59

10,000 799 0.86 879 1.14 966 1.50 1057 1.92 1146 2.43 1232 3.01

13,000 1001 1.69 1057 1.99 1119 2.35 1184 2.77 1251 3.26 1321 3.79

15,000 1187 2.82 1237 3.19 1291 3.61 1347 4.09 1405 4.63

17,000 1321 3.89 1364 4.28 1409 4.71 1456 5.19 1505 5.72

20,000 1562 6.44 1599 6.89 1637 7.38 1676 7.92

23,000 1766 9.32 1797 9.81 1829 10.33 1862 10.87

25,000 1933 12.21 1962 12.75 1991 13.31

28,000 2164 17.14 2190 17.74

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

1000 Pa 1250 Pa 1500 Pa 1750 Pa 2000 Pa 2500 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

3,000

5,000 1311 3.55 1460 4.89 1596 6.32 1722 7.88 1840 9.55 2059 13.24

7,000 1340 3.82 1485 5.18 1617 6.68 1739 8.29 1853 10.02 2063 13.79

10,000 1391 4.32 1534 5.78 1665 7.35 1785 9.04 1897 10.83 2102 14.70

13,000 1459 5.02 1593 6.51 1718 8.15 1836 9.93 1947 11.81 2150 15.86

15,000 1525 5.82 1645 7.20 1763 8.83 1876 10.62 1984 12.54 2185 16.71

17,000 1608 6.92 1713 8.28 1820 9.77 1925 11.52 2028 13.44 2223 17.65

20,000 1758 9.12 1844 10.47 1933 12.00 2023 13.62 2113 15.35 2292 19.44

23,000 1930 12.08 2001 13.44 2075 14.94 2150 16.58 2228 18.38 2385 22.17

25,000 2052 14.54 2115 15.91 2181 17.41 2249 19.04 2318 20.80 2461 24.69

28,000 2243 19.02 2297 20.41 2354 21.92 2412 23.55 2471 25.31 2594 29.15

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 25.2"  Wheel performance table British Units

0.5 inch 1 inch 1.5 inch 2 inch 2.5 inch 3 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

2,000 489 0.26 668 0.64 807 1.13 925 1.70 1031 2.33

4,000 607 0.51 739 0.89 865 1.42 979 2.04 1080 2.74 1173 3.49

6,000 812 1.23 890 1.61 975 2.10 1064 2.67 1152 3.35 1237 4.14

7,000 926 1.82 989 2.21 1058 2.70 1131 3.28 1207 3.93 1283 4.65

8,000 1096 3.01 1153 3.50 1214 4.08 1278 4.74 1344 5.47

9,000 1207 4.03 1256 4.54 1308 5.11 1363 5.77 1419 6.49

10,000 1321 5.29 1364 5.82 1409 6.40 1456 7.06 1505 7.78

11,000 1437 6.82 1475 7.37 1515 7.97 1557 8.63 1600 9.35

13,000 1705 11.39 1737 12.04 1771 12.73 1805 13.47

15,000 1967 17.50 1995 18.24 2024 19.02

17,000 2226 25.37 2251 26.20

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

4 inch 5 inch 6 inch 7 inch 8 inch 10 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

2,000

4,000 1337 5.15 1482 7.00 1614 9.03 1736 11.22 1851 13.57 2062 18.66

6,000 1395 5.92 1538 7.92 1668 10.07 1788 12.37 1900 14.81 2105 20.09

7,000 1431 6.42 1569 8.44 1698 10.67 1817 13.04 1928 15.56 2132 20.97

8,000 1477 7.09 1607 9.10 1731 11.34 1848 13.77 1958 16.35 2161 21.91

9,000 1536 8.13 1654 9.96 1771 12.18 1883 14.61 1990 17.23 2190 22.91

10,000 1608 9.42 1713 11.26 1820 13.29 1925 15.66 2028 18.27

11,000 1690 10.98 1784 12.85 1880 14.88 1977 17.08 2073 19.57

13,000 1877 15.11 1952 16.95 2030 18.99 2109 21.25

15,000 2083 20.70 2145 22.56 2209 24.60

17,000 2301 27.96 2354 29.86

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM
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Fan Speed 1 2 3 4 5 6 7 8

RPM 63 125 250 500 1000 2000 4000 8000

98 90 92 84 82 78 70 68 88

86 78 80 72 70 66 58 56 76

102 94 96 88 86 82 74 72 92

90 82 84 76 74 70 62 60 80

106 98 100 92 90 86 78 76 96

95 87 89 81 79 75 67 65 85

108 100 102 94 92 88 80 78 98

97 89 91 83 81 77 69 67 87

111 103 105 97 95 91 83 81 101

99 91 93 85 83 79 71 69 89

113 105 107 99 97 93 85 83 103

101 93 95 87 85 81 73 71 91

115 107 109 101 99 95 87 85 105

103 95 97 89 87 83 75 73 93

Sound Power (LwA) Sound Pressure (Lp) Based on 90% WOV "Wide Opening Volume"

Fan Sound Data Sound Power By 8-Octave Band at different Fan Speed - RPM

Octave Band and Cetner Frequency (Hz)

dBA Sones

1000 29

1200 38

1460 51

2200 94

Note:  The sound power level ratings shown are in decibels,  refered to 10 (-12watts) calculated per AMCA Standard 

301.Values shown are for LwA , weighted sound power levels for installation type B,  free inlet, ducted outlet. Outlet ratings 

include the effects of duct and corrections.The sound pressure dBA levels shown have been calculated for a distance of 5 ft (~ 

1.5 mt) in a hemispherical free field.

1600 58

1800 69

2000 81

SISW – 710 - B 
Maximum Speed 

AMCA-Class - 1: 1650 rpm 

AMCA Class-II: 2150 rpm 
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Size 710mm Wheel - Perfromance SI-Units

250 Pa 375 Pa 500 Pa 750 Pa 875 Pa 1000 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

6,000 669 0.61 798 0.99 907 1.40 1093 2.33 1175 2.86 1251 3.41

9,000 736 0.89 852 1.31 956 1.80 1136 2.90 1216 3.48 1291 4.09

12,000 827 1.31 929 1.80 1022 2.34 1190 3.54 1267 4.20 1339 4.90

15,000 933 1.97 1023 2.48 1106 3.08 1259 4.40 1331 5.10 1399 5.83

18,000 1048 2.86 1129 3.47 1204 4.08 1343 5.51 1409 6.28 1472 7.08

21,000 1170 4.02 1243 4.74 1312 5.45 1439 6.91 1500 7.74 1558 8.60

24,000 1361 6.30 1426 7.14 1544 8.75 1600 9.56 1654 10.47

27,000 1504 8.54 1543 9.16 1655 11.05 1707 11.93 1757 12.82

30,000 1671 11.71 1770 13.69 1819 14.75 1867 15.73

35,000 1968 19.07 2013 20.30 2057 21.53

39,000 2172 25.73 2173 25.77

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Continued Performance range SI-Units

1250 Pa 1500 Pa 1750 Pa 2000 Pa 2500 Pa 3000 Pa

rpm kw rpm kw rpm kw rpm kw rpm kw rpm kw

6,000 1391 4.61 1517 5.93 1634 7.38 1743 8.91 1942 12.26 2122 15.93

9,000 1428 5.39 1553 6.77 1668 8.25 1775 9.85 1973 13.28 2151 17.00

12,000 1473 6.39 1595 7.91 1709 9.52 1815 11.21 2010 14.80 2187 18.65

15,000 1527 7.42 1645 9.13 1756 10.94 1860 12.82 2052 16.69

18,000 1592 8.74 1705 10.51 1811 12.42 1912 14.43 2100 18.73

21,000 1670 10.41 1776 12.30 1877 14.27 1974 16.34 2155 20.81

24,000 1758 12.39 1857 14.42 1952 16.56 2044 18.72

27,000 1855 14.78 1948 16.91 2037 19.15 2124 21.49

30,000 1958 17.71 2046 19.88 2130 22.22

35,000 2142 23.98

39,000

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III KW, excludes any transimission losses

Size 25.2"  Wheel performance table British Units

1 inch 1.5 inch 2 inch 3 inch 3.5 inch 4 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

4,000 685 0.91 810 1.46 919 2.05 1104 3.36 1185 4.08

6,000 770 1.41 880 2.03 980 2.71 1156 4.28 1235 5.14 1309 6.01

8,000 882 2.21 977 2.91 1065 3.69 1225 5.39 1299 6.31 1369 7.29

10,000 1009 3.45 1093 4.22 1170 5.05 1314 6.95 1381 7.98 1446 9.02

12,000 1144 5.10 1220 6.07 1290 7.00 1419 8.98 1481 10.09 1540 11.24

14,000 1353 8.41 1418 9.55 1537 11.71 1593 12.82 1647 14.05

16,000 1515 11.87 1551 12.66 1662 15.26 1714 16.46 1764 17.68

18,000 1704 16.90 1793 19.40 1842 20.87 1889 22.27

20,000 1927 24.32 1974 25.95 2019 27.58

22,000 2083 30.86 2109 31.91 2152 33.70

23,000 2178 35.26 2178 35.26

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

Continued Performance range British Units

5 inch 6 inch 7 inch 8 inch 10 inch 12 inch

rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP rpm BHP

4,000

6,000 1445 7.84 1569 9.80 1684 11.88 1790 14.06 1987 18.80 2165 23.98

8,000 1500 9.40 1621 11.66 1733 13.98 1838 16.37 2032 21.46

10,000 1569 11.23 1684 13.62 1792 16.18 1894 18.87 2083 24.60

12,000 1653 13.69 1761 16.20 1863 18.85 1961 21.65 2143 27.70

14,000 1752 16.65 1851 19.40 1947 22.29 2039 25.23

16,000 1861 20.34 1954 23.25 2043 26.30 2130 29.49

18,000 1979 25.00 2066 27.92 2150 31.13

20,000 2104 30.74 2186 33.76

22,000

23,000

Regular Text, AMCA - Class I Italic text , AMCA class - II Red Text, AMCA Class III BHP, excludes any transimission losses

M3/hr

M3/hr

CFM

CFM
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SISW - B - Arrangement 10           
             

Nominal Size 
WHEEL 

O. 
Diam. 

Dimensions 

D A B L W H H1 HC A1 B1 LC 

mm mm mm mm mm mm mm mm mm mm mm mm mm 

SISW - B - 250 295 250 145 315 410 420 480 235 35 550 175 355 

SISW - B - 310 360 305 180 390 505 525 600 300 45 70 225 445 

SISW - B - 350 490 400 230 410 600 655 766 400 50 70 200 600 

SISW - B - 450 508 450 260 560 735 760 870 430 65 100 320 645 

SISW - B - 500 579 500 290 630 820 845 970 480 75 110 360 715 

SISW - B - 560 620 550 320 700 913 943 1083 533 80 120 400 800 

SISW - B - 630 721 620 360 790 1030 1060 1220 600 90 135 450 900 

SISW - B - 710 790 700 410 900 1160 1200 1370 680 100 155 510 1020 

 

 

 

Dimensions 
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SISW - B - Arrangement 03           

             

Nominal Size 
WHEEL 

O. 
Diam. 

Dimensions 

D A B L W H H1 HC A1 B1 LC 

mm mm mm mm mm mm mm mm mm mm mm mm mm 

SISW - B - 250 295 250 145 315 410 295 480 235 35 550 175 655 

SISW - B - 310 360 305 180 390 505 355 600 300 45 70 225 785 

SISW - B - 350 490 400 230 410 600 430 766 400 50 70 200 930 

SISW - B - 450 508 450 260 560 735 460 870 430 65 100 320 1095 

SISW - B - 500 579 500 290 630 820 515 970 480 75 110 360 1210 

SISW - B - 560 620 550 320 700 913 545 1083 533 80 120 400 1333 

SISW - B - 630 721 620 360 790 1030 610 1220 600 90 135 450 1490 

SISW - B - 710 790 700 410 900 1160 660 1370 680 100 155 510 1670 

Note: Lc might be varied according to actual motor size        

 

 

 

 

Note: The tabulated dimensions are tentative for guidance only and subject to change by the 

manufacture without notification, please contact Smart Fan Technology for exact selection. 
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Fan drive 

The standard motor connected to fan impeller through belt derive shelves, in three-phase AC (3~) or 

single phase AC (1~) design, complies with the requirements of IEC 60034-30. 

AC technology: 

The rated voltage for three-phase AC motors is 400V 50Hz, for single-phase AC motors 230V 50Hz 

Electrical connection Voltage The three-phase AC motors or single-phase AC motors are suitable 

for 400 V ± 10 % or 230 V ± 10 %, and for 50/60 Hz. 

 
Reversible rotation by interchanging phases 

Rated voltage: Motor size ≤ 90: 230 V Δ / 400 V Y Motor size ≥ 100: 400 V Δ / 690 V Y 

Motor Name Plate 

 

Note: 
- Above data for example & motor name plate voltage and connection must be checked before 

connecting electrical source. 

- Electrical connections must be done by specialist persons 

Electrical Connections 
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